Idaho Transportation Department
Annual Speed Distribution for 2012

Site Names: 00247, Hiline
County: Bannock
Funct. Class: U Principal Arterial - Interstate
Location: [-86 0.8 Mi. E of Jct US-91, Pocatello
Roadway | Des DIR | Asc DIR Desl Des2 Asc3 Asc2 Ascl
0-30 2 1 2 0 0 1 0 1
30-35 4 1 3 1 0 1 1 2
35-40 13 2 11 2 1 2 3 6
40-45 47 8 39 6 3 8 10 21
45-50 199 34 165 21 13 33 38 94
50-55 878 198 680 114 84 141 152 387
55-60 3,282 1,076 2,207 621 454 526 557 1,123
60-65 8,982 3,803 5,179 2,360 1,443 1,428 1,722 2,030
65-70 6,889 4,033 2,856 2,727 1,306 830 1,082 944
70-75 2,141 1,556 585 1,029 527 198 222 165
75-80 436 333 102 198 136 44 37 22
80-85 69 53 16 27 26 7 6 4
85-140 23 16 8 7 9 2 3 2
Average 64 66 63 66 65 63 63 62
Median 64 66 63 66 65 63 63 62
85th %tile 69 71 68 71 71 69 69 67
% over 55 95 98 92 98 97 94 95 89
% over 60 81 88 74 89 86 78 80 66
% over 65 42 54 30 56 50 34 35 24
% over 70 12 18 6 18 17 8 7 4
% over 75 2 4 1 3 4 2 1 1
% over 80 0 1 0 0 1 0 0 0
% over 85 0 0 0 0 0 0 0 0
Total 22,964 1,112 11,852 7,111 4,001 3,220 3,833 4,799
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